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INTRODUCTION

The flash point is the temperature at which the vapor above a flammable liquid ignites in air at atmosphere pressure when an ignition source is applied in specific conditions. [START_REF] Babrauskas | Ignition Handbook[END_REF] This property is a basic indicator of flammability / combustibility hazard of liquids that is also needed for risk assessment of industrial processes and in various regulatory frameworks dedicated to chemicals (for use, storage and transport) [START_REF]Globally Harmonized System of Classification and Labelling of Chemicals (GHS)[END_REF][START_REF]the European Parliament and the Council on classification, labelling and packaging of substances and mixtures (CLP), amending and repealing Directives 67/548/EEC and 1999/45/EC, and[END_REF][START_REF]Standard System for the Identification of the Hazards of Materials for Emergency Response[END_REF]. If a lot of data exist for pure compounds [START_REF]Project 801[END_REF], efforts remain under concern to characterize and anticipate the flammability of mixtures. [START_REF] Janès | Experimental Determination of Flash Points of Flammable Liquid Aqueous Solutions[END_REF][START_REF] Catoire | Estimation of Closed Cup Flash Points of Combustible Solvent Blends[END_REF][START_REF] Carareto | Flash Points of Mixtures Containing Ethyl Esters or Ethylic Biodiesel and Ethanol[END_REF][START_REF] Shepherd | Kerosene lamps and cookstoves-The hazards of gasoline contamination[END_REF] Numerous studies were carried out to predict the flash points of pure liquid compounds by quantitative structure property relationships (QSPR). [START_REF] Quintero | Review of Existing QSAR/QSPR Models Developed for Properties Used in Hazardous Chemicals Classification System[END_REF] This approach is nowadays commonly used to predict the physico-chemical properties of chemical substances properties. [START_REF] Quintero | Review of Existing QSAR/QSPR Models Developed for Properties Used in Hazardous Chemicals Classification System[END_REF][START_REF] Dearden | QSPR prediction of physico-chemical properties for REACH[END_REF] Among existing models for the flash point, only few of them used only computed molecular descriptors [START_REF] Katritzky | QSPR Analysis of Flash Points[END_REF][START_REF] Gramatica | Classification of organic solvents and modelling of their physico-chemical properties by chemometric methods using different sets of molecular descriptors[END_REF][START_REF] Tetteh | Quantitative Structure-Property Relationships for the Estimation of Boiling Point and Flash Point Using a Radial Basis Function Neural Network[END_REF][START_REF] Zhokhova | Fragmental descriptors in QSPR: flash point calculations[END_REF][START_REF] Katritzky | QSPR modeling of flash points: An update[END_REF][START_REF] Pan | Quantitative Structure-Property Relationship Studies for Predicting Flash Points of Organic Compounds using Support Vector Machines[END_REF][START_REF] Pan | Prediction of flammability characteristics of pure hydrocarbons from molecular structures[END_REF][START_REF] Rowley | Estimation of the Flash Point of Pure Organic Chemicals from Structural Contributions[END_REF][START_REF] Saldana | Flash Point and Cetane Number Predictions for Fuel Compounds Using Quantitative Structure Property Relationship (QSPR) Methods[END_REF]. These models are more or less complex by using group contributions [START_REF] Rowley | Estimation of the Flash Point of Pure Organic Chemicals from Structural Contributions[END_REF] and/or quantum chemical descriptors [START_REF] Katritzky | QSPR modeling of flash points: An update[END_REF][START_REF] Saldana | Flash Point and Cetane Number Predictions for Fuel Compounds Using Quantitative Structure Property Relationship (QSPR) Methods[END_REF], based on simple multilinear equations [START_REF] Katritzky | QSPR Analysis of Flash Points[END_REF][START_REF] Zhokhova | Fragmental descriptors in QSPR: flash point calculations[END_REF] or artificial neural networks [START_REF] Katritzky | QSPR modeling of flash points: An update[END_REF]. The others were based on the correlation of flash point with boiling point [START_REF] Akhmetzhanov | Relationship of Flash Point and Boiling Point for Individual Organic Compounds[END_REF][START_REF] Kanury | A Relationship between the Flash Point, Boiling Point and the Lean Limit of Flammability of Liquid Fuels[END_REF][START_REF] Hshieh | Note: Correlation of Closed-Cup Flash Points with Normal Boiling Points for Silicone and General Organic Compounds[END_REF], supporting the general trend that volatile molecules, with low boiling points, present low flash points [START_REF] Kanury | A Relationship between the Flash Point, Boiling Point and the Lean Limit of Flammability of Liquid Fuels[END_REF]. Some models used the boiling point alone, like the model of Hshieh et al. [START_REF] Hshieh | Note: Correlation of Closed-Cup Flash Points with Normal Boiling Points for Silicone and General Organic Compounds[END_REF] or associated with simple structural parameters as proposed by Gharagheizi [START_REF] Gharagheizi | Empirical Method for Representing the Flash-Point Temperature of Pure Compounds[END_REF] or Carroll [START_REF] Carroll | Simple Method to Evaluate and to Predict Flash Points of Organic Compounds[END_REF]. Recent models also considered the introduction of calculated boiling points, as in the model of Rowley et al. [START_REF] Rowley | Estimation of the Flash Point of Pure Organic Chemicals from Structural Contributions[END_REF]. Some attempts were targeting the development of QSPR models dedicated to liquid mixtures [START_REF] Saldana | Prediction of Flash Points for Fuel Mixtures Using Machine Learning and a Novel Equation[END_REF] but mixing rules are more commonly used. Indeed, several mixing rules were developed over the years to determine the flash point of mixtures from those of the pure compounds. [START_REF] Wickey | Flash Points of Blends Correlated[END_REF][START_REF] Affens | Flammability Properties of Hydrocarbon Solutions in Air[END_REF][START_REF] Walsham | Prediction of Flash Points for Solvent Mixtures[END_REF][START_REF] Thorne | Flash Points of Mixtures of Flammable and Non-Flammable Liquids[END_REF][START_REF] Wu | A Mathematical Model for the Prediction of Closed Cup Flash Points[END_REF][START_REF] Liaw | A general model for predicting the flash point of miscible mixtures[END_REF][START_REF] Khalili | Measurement and calculation of flash point of binary aqueous-organic and organic-organic solutions[END_REF] Some of them were empirical, like the method of Wickey [START_REF] Wickey | Flash Points of Blends Correlated[END_REF] who introduced flash point indices (based on the assumption of the additivity of vapor pressures of each constituent at their own flash point). Others, like the one of Affens [START_REF] Affens | Flammability Properties of Hydrocarbon Solutions in Air[END_REF], relied on the search of the temperature at which the concentration in vapor above the liquid surface reached the lower flammability limit of the gas mixture. But these two methods do not take in account intermolecular interactions involved between the different components of the mixture that can have important influence on the liquid-vapor equilibrium and, as a consequence, on the estimation of flash points. Indeed, a deviation from an ideal mixing behavior (i.e. without significant net intermolecular interaction between compounds) was observed in the flash point profiles of numerous mixtures of organic solvents as a function of concentration. [START_REF] Liaw | A general model for predicting the flash point of miscible mixtures[END_REF] In particular, non-ideal mixtures, exhibiting a strong net attraction between the individual components, can exhibit a flash point higher than the ones of the individual components in a certain range of molar fraction. [START_REF] Liaw | Binary mixtures exhibiting maximum flash-point behavior[END_REF] On the contrary, the others, exhibiting a strong net repulsion between the individual components, within a certain composition range, can exhibit a flash point below the flash points of the individual components. [START_REF] Anderson | Flashpoint Temperatures of Methanol-Hydrocarbon Solutions[END_REF] In such cases, considering the lower flash point of the two pure compounds could be hazardous in process safety if it would lead to underestimate the flammability of the mixture.

To overcome such failures, improved mixing rules including intermolecular interactions through activity coefficients were proposed notably by Walsham [START_REF] Walsham | Prediction of Flash Points for Solvent Mixtures[END_REF] or Thorne [START_REF] Thorne | Flash Points of Mixtures of Flammable and Non-Flammable Liquids[END_REF]. Various estimation methods can be used to calculate the activity coefficients, based on excess Gibbs energy, such as the methods of Wilson [START_REF] Wilson | Vapor-Liquid Equilibrium. XI. A New Expression for the Excess Free Energy of Mixing[END_REF], Non-Random Two Liquids [START_REF] Renon | Local Compositions in Thermodynamic Excess Functions for Liquid Mixtures[END_REF] (NRTL), UNIversal QUAsiChemical [START_REF] Abrams | Statistical Thermodynamics of Liquid Mixtures: A New Expression for the Excess Gibbs Energy of Partly or Completely Miscible Systems[END_REF] (UNIQUAC), or UNIQUAC Functional-group Activity-Coefficients [START_REF] Fredenslund | Group-Contribution Estimation of Activity Coefficients in Nonideal Liquid Mixtures[END_REF] (UNIFAC). Liaw et al. successfully applied such an approach for various mixtures of flammable compounds [START_REF] Liaw | A general model for predicting the flash point of miscible mixtures[END_REF][START_REF] Khalili | Measurement and calculation of flash point of binary aqueous-organic and organic-organic solutions[END_REF][START_REF] Liaw | Binary mixtures exhibiting maximum flash-point behavior[END_REF][START_REF] Liaw | Binary liquid solutions exhibiting minimum flash-point behavior[END_REF][START_REF] Moghaddam | Assessing prediction models on calculating the flash point of organic acid, ketone and alcohol mixtures[END_REF]. Partial miscibility, i.e. the tendency of the mixture to form separated phases, also influences the flash point of a mixture. Indeed, binary mixtures presenting partial miscibility behaviors present the same flash point within the partial miscibility range of concentrations [START_REF] Liaw | Flash-point prediction for binary partially miscible mixtures of flammable solvents[END_REF]. In fact, within this range of concentrations, the ratio of respective volumes of the two liquid phases is changed, but not the respective concentrations of each constituent in both liquid phases (in respect to the liquid-liquid equilibria). Indeed, the liquid-liquid-vapor equilibrium (and as a consequence the vapor concentration) keeps unchanged [START_REF] Smith | Introduction to Chemical Engineering Thermodynamics[END_REF]. So, the flash point remains the same. Khalili et al. [START_REF] Khalili | Measurement and calculation of flash point of binary aqueous-organic and organic-organic solutions[END_REF] included a procedure, developed by Rachford and Rice [START_REF] Rachford | Procedure for Use of Electronic Digital Computers in Calculating Flash Vaporization Hydrocarbon Equilibrium[END_REF], to estimate the influence of partial miscibility on the flash point within the algorithm of Liaw [START_REF] Liaw | A general model for predicting the flash point of miscible mixtures[END_REF].

If these approaches proved to reach high reliability [START_REF] Liaw | A general model for predicting the flash point of miscible mixtures[END_REF][START_REF] Khalili | Measurement and calculation of flash point of binary aqueous-organic and organic-organic solutions[END_REF][START_REF] Liaw | Binary mixtures exhibiting maximum flash-point behavior[END_REF][START_REF] Liaw | Binary liquid solutions exhibiting minimum flash-point behavior[END_REF][START_REF] Moghaddam | Assessing prediction models on calculating the flash point of organic acid, ketone and alcohol mixtures[END_REF], their use are bound to the knowledge of the flash points of the individual pure compounds involved in the mixture. To overcome this issue, Saldana et al. [START_REF] Saldana | Prediction of Flash Points for Fuel Mixtures Using Machine Learning and a Novel Equation[END_REF] recently proposed an entirely predictive thermodynamic approach based on a modified Liaw mixing rule, in which three properties of pure compounds (flash point, boiling point and vaporization enthalpy) were calculated from QSPR models developed using Support Vector Machine (SVM). If this model demonstrated good accuracy with a mean absolute error (MAE) of 3.4°C, the aim of the present study was to simplify this approach by introducing existing linear QSPR models (compared to the more complex SVM models) for the flash point of pure compounds in an existing mixing rule for a large series of organic flammable binary mixtures, targeting at least similar accuracy.

MATERIALS AND METHODS

Experimental data

The measure of flash point (T FP ) is apparatus-dependent, leading to different results [START_REF] Ishida | Some critical discussion on flash and fire points of liquid fuels[END_REF], in particular between closed cup and open cup apparatus. [START_REF] Babrauskas | Ignition Handbook[END_REF] Indeed, in open cups, vapors are exchanged with surrounding, leading in general to higher values than in closed cups (as illustrated in table 1). [START_REF] Babrauskas | Ignition Handbook[END_REF] For this study, 284 data (given in Supporting Information, table S1) were extracted from the works of Liaw et al. [START_REF] Liaw | Binary mixtures exhibiting maximum flash-point behavior[END_REF][START_REF] Liaw | Flash-point prediction for binary partially miscible mixtures of flammable solvents[END_REF][START_REF] Liaw | Flash Point Measurements and Modeling for Ternary Partially Miscible Aqueous-Organic Mixtures[END_REF][START_REF] Liaw | Flash Point for Ternary Partially Miscible Mixtures of Flammable Solvents[END_REF][START_REF] Liaw | Prediction of miscible mixtures flash-point from UNIFAC group contribution methods[END_REF] for organic binary mixtures of flammable solvents. These measurements were all performed with a same apparatus (HFP 362-Tag, Walter Herzog GmbH, Germany) according to the ASTM D 56 standard [START_REF]ASTM D 56 -Standard Test Method for Flash Point by Tag Closed Cup Tester[END_REF], which is listed amongst of the standards recommended by the REACH regulation [START_REF]the European Parliament and the Council on classification, labelling and packaging of substances and mixtures (CLP), amending and repealing Directives 67/548/EEC and 1999/45/EC, and[END_REF].

In this standard, dedicated to liquids exhibiting viscosities lower than 5.5 mm²/s and for flash points lower than 93°C, measurements are carried out with a Tag Closed Cup apparatus. A 50 mL sample is heated at a rate of 1°C/min, if the flash point is expected below 60°C, or 3°C/min, otherwise. Starting from 5°C below the expected flash point, a flame is presented above the surface of the liquid, every 0.5°C of temperature rising if the flash point is expected below 60°C, every 1°C otherwise. The flash point is taken as the temperature at which a first flash is observed. The expected repeatability for this procedure is of 4.3°C and reproducibility is of 5.8°C. [START_REF]ASTM D 56 -Standard Test Method for Flash Point by Tag Closed Cup Tester[END_REF] The 284 gathered experimental data covered 22 mixtures, and 21 pure compounds. This database contains Hydrocarbon/Alcohol mixtures (150 data, 7 mixtures) that generally exhibit strong positive deviations from ideality, which corresponds to repulsive net interactions between the components of the mixture. Alcohol/Alcohol (5 mixtures), Alcohol/Ketone (3 mixtures), Hydrocarbon/Hydrocarbon (2 mixtures) combinations, exhibiting more ideal behavior in mixtures, are also significantly represented in the database. The last 5 mixtures are diverse in composition and behavior. Three of these contain esters (2 Alcohol/Ester, 1 Ester/Ester), one is a Ketone/Hydrocarbon mixture, and one is a Heteroaromatic/Alcohol mixture. Finally, among the 22 mixtures of the dataset, 8 follow nearly ideal profiles.

The range of flash points covered by this experimental dataset covers a window from -19.9°C to 112°C, i.e. all categories of flammable liquids in the GHS regulation [START_REF]Globally Harmonized System of Classification and Labelling of Chemicals (GHS)[END_REF] from extremely and highly flammable liquids (with FP < 23°C) to not classified liquids (with FP > 93°C).

Mixing rules

A mixing rule is an equation or an algorithm used to predict the property of a mixture from the properties of its individual components. As already explained, several mixing rules were developed by years to estimate the flash point of mixtures. Among them, the mixing rule of Wickey [START_REF] Wickey | Flash Points of Blends Correlated[END_REF] is the simplest one, based on empirical flash point indices. The one of Affens [START_REF] Affens | Flammability Properties of Hydrocarbon Solutions in Air[END_REF] introduced a thermodynamic scheme relying on estimating the temperature at which the concentration in vapor above the liquid surface reached the lower flammability limit of the gas mixture. At last, the mixing rule of Liaw [START_REF] Liaw | A general model for predicting the flash point of miscible mixtures[END_REF] represent the most recent one including the introduction of activity coefficients and of partial miscibility (through the Rachford-Rice Procedure [START_REF] Rachford | Procedure for Use of Electronic Digital Computers in Calculating Flash Vaporization Hydrocarbon Equilibrium[END_REF]).

a) Mixing rule of Wickey

The Wickey equation [START_REF] Wickey | Flash Points of Blends Correlated[END_REF] was developed to estimate flash points of petroleum blends. This empirical approach relied on the assumption that the vapor pressures of each component at the flash point (called flash point index) contributes linearly to the flash point index of the mixture [START_REF] Fahim | Product Blending[END_REF].

(

) 1 
where is the molar fraction of the component i.

The vapor pressures were calculated using the Antoine's relation (in eq. 2).

(

) 2 
Where represents the vapor pressure, is the temperature and , and are

Antoine's coefficients for the component . An empirical set of Antoine's coefficients was proposed for all petroleum blends: , and .

Finally, the flash point of the mixture is computed following eq. 3.

(

A MAE in prediction of 6°F, i.e. 3.3°C, can be estimated from the set of 162 fuel blends tested by Wickey [27]. This equation was also tested by Moghaddam et al. [START_REF] Moghaddam | Assessing prediction models on calculating the flash point of organic acid, ketone and alcohol mixtures[END_REF] for quasi-ideal mixtures (acetic acid/1-pentanol, 1-pentanol/1-hexanol, acetic acid/1-hexanol, acetic acid/cyclohexanone, 1-pentanol/cyclohexanone, acetic acid/1-hexanol/cyclohexanone). If good profiles were obtained for binary mixtures, it was not the case for the ternary mixtures.

The same equation was also used by Khalili et al. [START_REF] Khalili | Measurement and calculation of flash point of binary aqueous-organic and organic-organic solutions[END_REF] for a quasi-ideal mixture ( 

b) Mixing rule of Affens

The mixing rule of Affens [START_REF] Affens | Flammability Properties of Hydrocarbon Solutions in Air[END_REF] was also developed for predicting the flammability of petroleum blends. The gas mixtures were considered to behave as an ideal gas. The model was based on a combination of the Raoult's law (eq. 4), to estimate the vapor pressures of the gas mixtures, the law of Le Chatelier, to introduce the vapor pressures at flash point (in eq. 5), and the Antoine's relation (eq. 2), to relate vapor pressures to temperatures.

(4) [START_REF]Project 801[END_REF] where and are the vapor pressures of component i and of the mixture at a given temperature and is the molar fraction of the component i.

Finally, the mixing rule of Affens is summarized in eq. 6 where the C coefficient of Antoine's equation for the mixture was arbitrary fixed at C mix = 230. [START_REF] Janès | Experimental Determination of Flash Points of Flammable Liquid Aqueous Solutions[END_REF] with:

For the 8 hydrocarbon mixtures tested by Affens [START_REF] Affens | Flammability Properties of Hydrocarbon Solutions in Air[END_REF], a MAE of 0.9°C was calculated. This procedure was also tested by Liaw et al. [START_REF] Liaw | A mathematical model for predicting the flash point of binary solutions[END_REF] for 55 data on 4 mixtures. It demonstrated it as convenient for ideal mixtures (like n-octane/n-heptane), but not for non-ideal mixtures (like methanol/ethyl acetate and n-octane/1-butanol mixtures), due to the fact that it did not take into account the intermolecular interactions within mixtures. In particular, the Affens mixing rule was unable to predict flash points below the flash point of both components, in the case of n-octane/ethanol mixture. [START_REF] Liaw | A mathematical model for predicting the flash point of binary solutions[END_REF] 

c) Mixing rule of Liaw

More recently, Liaw et al. [START_REF] Liaw | A general model for predicting the flash point of miscible mixtures[END_REF] proposed a computational procedure to use the condition of Wu [START_REF] Wu | A Mathematical Model for the Prediction of Closed Cup Flash Points[END_REF] (in eq. 7) for the prediction the flash point of mixtures. [START_REF] Catoire | Estimation of Closed Cup Flash Points of Combustible Solvent Blends[END_REF] where is the activity coefficient of component i at the flash point of the mixture , is the vapor pressure of component i at the mixture flash point , is the vapor pressure of component i at its flash point.

This condition of Wu was based on both the Le Chatelier's mixing rule (eq. 5) and the extended Raoult's law that takes into account the interaction between compounds through the activity coefficient (eq. 8).

(

) 8 
Within the approach of Liaw, the vapor pressures are calculated using the equation of Antoine (already given in eq. 3). Various estimation methods were used by Liaw et al. to calculate the activity coefficients (e.g. NRTL, UNIQUAC, UNIFAC) [START_REF] Liaw | Prediction of miscible mixtures flash-point from UNIFAC group contribution methods[END_REF][START_REF] Liaw | A mathematical model for predicting the flash point of binary solutions[END_REF]. The Liaw algorithm demonstrated good performances for a large diversity of mixtures including non-linear profiles [START_REF] Liaw | Prediction of miscible mixtures flash-point from UNIFAC group contribution methods[END_REF], like ethanol / 1-butanol with a MAE of 0.1°C or octane / ethanol with a MAE of 0.6 °C.

In the present study, the mixing rule of Liaw (summarized in figure 1) was implemented into a C++ program. The coefficients of the Antoine's relation were extracted from the Yaw's database [START_REF] Yaws | Yaws' Handbook of Antoine Coefficients for Vapor Pressure, 2nd Electronic Edition[END_REF] and the UNIFAC [START_REF] Fredenslund | Group-Contribution Estimation of Activity Coefficients in Nonideal Liquid Mixtures[END_REF] method was used to calculate the activity coefficients.

This last approach is a group-contribution method arising from the UNIQUAC approach [START_REF] Prausnitz | 6.11-15 Wilson, NRTL, and UNIQUAC Equations[END_REF],

which estimates the activity coefficients from the excess Gibbs energy of the mixture as a function of the composition. [START_REF] Abrams | Statistical Thermodynamics of Liquid Mixtures: A New Expression for the Excess Gibbs Energy of Partly or Completely Miscible Systems[END_REF] Here, the UNIFAC group-contributions proposed by Gmehling et al. [START_REF] Hansen | Vapor-Liquid Equilibria by UNIFAC group contribution. Revision and extension 5[END_REF][START_REF] Wittig | Vapor-Liquid equilibria by UNIFAC group contribution. Revision and extension 6[END_REF] were used.

It has to be noticed that, in their work, Saldana et al. [START_REF] Saldana | Prediction of Flash Points for Fuel Mixtures Using Machine Learning and a Novel Equation[END_REF] adapted this method by calculating the vapor pressures as a function of the boiling point and of the enthalpy of vaporization using the Clausius Clapeyron relation. To avoid the introduction of these experimental properties of the pure compounds, this last option was not chosen in the present study and the Antoine's equation (Eq. 2) was used to calculate the vapor pressure, as in the original works of Liaw.

In addition, to take into account possible partial miscibility, the Rachford-Rice (RR) procedure [START_REF] Rachford | Procedure for Use of Electronic Digital Computers in Calculating Flash Vaporization Hydrocarbon Equilibrium[END_REF] was here used to calculate the phase fractions of multiphase systems from the liquid-liquid equilibria [START_REF] Leibovici | A solution of Rachford-Rice equations for multiphase systems[END_REF] at each step of the Liaw algorithm. The studied system was considered to form a biphasic liquid if a realistic phase fraction was obtained, i.e. between 0 and 1, and the mixture's flash point was then calculated as the one of the phase presenting the lowest flash point, since such assumption was estimated as relevant by Liaw [START_REF] Liaw | Flash-point prediction for binary partially miscible aqueous-organic mixtures[END_REF] and

Khalili [START_REF] Khalili | Measurement and calculation of flash point of binary aqueous-organic and organic-organic solutions[END_REF]. The studied system was considered to form a biphasic liquid if a realistic phase fraction was obtained, i.e. between 0 and 1, and the mixture's flash point was then calculated as the one of the phase presenting the lowest flash point. Otherwise, the liquid system was considered monophasic. This procedure was already used successfully by Khalili et al. [START_REF] Khalili | Measurement and calculation of flash point of binary aqueous-organic and organic-organic solutions[END_REF] for three partially miscible mixtures (1-pentanol/1,2,3,4-tetrahydronaphtalene, cyclohexanone/water and 1-pentanol/water).

QSPR models for pure compounds

Numerous QSPR models have been developed to predict the flash point of pure organic compounds [START_REF] Rowley | Flash Point: Evaluation, Experimentation and Estimation[END_REF][START_REF] Vidal | A Review of Estimation Methods for Flash Points and Flammability Limits[END_REF]. In this work, four of them were chosen because they use simple equations including the normal boiling point and/or simple structural parameters that can be easily obtained from the 2D-structure of molecules. Moreover, they showed wide applicability domains (including the whole diversity of organic compounds) with a good accuracy (with mean absolute errors in prediction between 2.5°C to 11.7°C).

The first tested model was developed by Hshieh [START_REF] Hshieh | Note: Correlation of Closed-Cup Flash Points with Normal Boiling Points for Silicone and General Organic Compounds[END_REF] in 1997. It consists in a simple quadratic correlation with the boiling point (T b ). [START_REF] Dearden | QSPR prediction of physico-chemical properties for REACH[END_REF] This correlation was developed for 494 organic and organosilicone derivatives with a MAE of 11.7°C.

In 2010, Rowley [START_REF] Rowley | Estimation of the Flash Point of Pure Organic Chemicals from Structural Contributions[END_REF] developed another model for more than 1000 organic compounds, based on the Clausius-Clapeyron equation [START_REF] Clausius | Ueber die bewegende Kraft der Wärme und die Gesetze, welche sich daraus für die Wärmelehre selbst ableiten lassen[END_REF][START_REF] Clapeyron | Mémoire sur la puissance motrice de la chaleur[END_REF] and a group-contribution term to address the boiling point with an average absolute deviation of 2.84%.

For all compounds but alcohols, the flash point was calculated according to eq. 12. This equation was adapted for alcohols (in eq. 13) by considering that those chemicals present different entropies of vaporization.

(

) ( 12 
) 13 
where are group contributions, are counts of each group in the molecule and is a stoichiometric parameter calculated from the chemical formula C x H y O z N w S v X u Si t using eq. 14.

(

) 14 
The third model used was developed by Gharagheizi [START_REF] Gharagheizi | Empirical Method for Representing the Flash-Point Temperature of Pure Compounds[END_REF] in 2011 based on a set of 1471 organic compounds from 77 different chemical families (alkanes, alcohols, amines, etc.). It consists in a linear regression with the boiling point to take into account the volatility of chemical compounds, and the number of carbon atoms n C , as an indicator of the flammable potential of compounds.

(

) 15 
A MAE of 8.1°C was exhibited over the large set of chemical compounds included into the training set of this model.

The last model was developed by Carroll [START_REF] Carroll | Simple Method to Evaluate and to Predict Flash Points of Organic Compounds[END_REF] in 2011 based on 1000 organic compounds considering a boiling point number ( ) and a flash point number ( ) that were previously introduced to find correlations with molecular structure [START_REF] Palatinus | Kinney Revisited: An Improved Group Contribution Method for the Prediction of Boiling Points of Acyclic Alkanes[END_REF][START_REF] Carroll | Calculating Flash Point Numbers from Molecular Structure: An Improved Method for Predicting the Flash Points of Acyclic Alkanes[END_REF]. [START_REF] Katritzky | QSPR modeling of flash points: An update[END_REF] with and For this model, a high reliability was demonstrated with a MAE of 2.5°C for the 1000 compounds of its training set.

For the present study, all experimental boiling points were extracted from the work of Gharagheizi et al. [START_REF] Gharagheizi | Empirical Method for Representing the Flash-Point Temperature of Pure Compounds[END_REF] that collected these data from the DIPPR 801 database.

[5]

RESULTS AND DISCUSSION

The aim of the present work was to demonstrate the potential offered by the simple combination approach of mixing rules and QSPR models for the flash point of pure chemicals to predict the flash point of mixtures of flammable compounds. After the study of the three mixing rules of Wickey, Affens and Liaw, the combination with the QSPR models of Hshieh, Rowley, Gharagheizi and Carroll was investigated.

Application of mixing rules

In a first step, the mixing rules of Wickey, Affens and Liaw were applied to predict the 284 flash points of mixtures of the database by using the experimental values of flash points for pure compounds extracted from the work of Gharagheizi et al. [START_REF] Gharagheizi | Empirical Method for Representing the Flash-Point Temperature of Pure Compounds[END_REF] As shown in table 2, the best performances were obtained for the mixing rule of Liaw with a MAE of 0.9°C compared to the ones of Wickey and Affens with MAEs of 7.2°C and 7.4°C, respectively. These results highlighted the importance of taking into account the intermolecular interactions within the liquid phase and the partial miscibility, as actually implemented in the mixing rule of Liaw.

Indeed, for the rules of Wickey and Affens, large differences in errors were observed between the different types of mixtures represented into the dataset. The mixtures following ideal behaviors, i.e. with low interaction between compounds into the liquid phase (characterized by activity coefficients close to 1), exhibited good correlations between experimental and calculated values (with MAE = 0.7°C and 0.6°C for the Wickey and Affens rules, respectively). By contrast, the correlations for non-ideal mixtures were much poorer (with MAE's of 9°C and 10.6°C). For the mixing rule of Liaw, the results were accurate for both the ideal and non-ideal mixtures with MAE in prediction of 0.3°C and 1.4°C, respectively.

For instance, figure 2 represents the 1-butanol/2-butanol mixture which follows an ideal behavior, characterized by UNIFAC activity coefficients close to 1 (e.g., for the 1-butanol and the 2-butanol, of 1.003 and 1.001, respectively, in a 30%/70% mixture, or of 1.001 and 1.002 in a 60%/40% mixture). In this case, the three mixing rules appeared as efficient with MAE of 0.6°C, 0.4°C and 0.3°C for the rules of Wickey, Affens and Liaw, respectively.

It was no more the case for non-ideal mixtures. Figure 3 illustrates the particular case of mixtures presenting a minimum flash point behavior, i.e. for which the flash point of the mixture is lower than those of the individual components at intermediary concentrations.

Indeed, the flash points of the n-octane/ethanol mixtures were lower than the flash points of both n-octane (13°C) and ethanol (14.5°C). In this case, only the rule of Liaw offered satisfying predictions with MAE = 0.5°C whereas the rules of Wickey and Affens yielded larger errors (MAE = 6.4°C and 6.2°C, respectively). Six out of the 22 studied mixtures exhibited such minimum flash point profiles.

In particular, it could be noticed that the largest errors in prediction were exhibited for strongly non-ideal mixtures presenting a large difference between the flash points of the two pure compounds, like the ethanol/n-tetradecane mixture profile in figure 4. The most important errors were observed for the lowest molar fractions of ethanol (from 0 to 0.2). At these levels of concentration, the flash point decrease strongly with concentration. So, experimental uncertainty within this range can be estimated as increased since small uncertainty on the composition of the mixture results in an important deviation on the flash point. However, even for ethanol/n-tetradecane from molar fractions of 0 to 0.2, the algorithm of Liaw yielded once again the best results (with MAE = 2.3°C, vs. 24.8°C and 25.6°C for the rules of Wickey and Affens, respectively), due to its ability to take charge of both the nonideality of the mixture and its partial miscibility for a large part of the profile. Indeed, the Rachford-Rice procedure, based on the UNIFAC activity coefficients, predicted a partial-miscibility range from an ethanol molar fraction range of 0.1 to 0.97, in reasonable agreement with the experimental measurements of Liaw et al. [START_REF] Liaw | Flash-point prediction for binary partially miscible mixtures of flammable solvents[END_REF], as can be seen in figure 4.

So, this mixing rule was selected to be combined with the QSPR models in the second part of the study.

Combination of a mixing rule and QSPR models

In a second step, a combined approach was proposed consisting in coupling the mixing rule of Liaw, which reached the most accurate predictions, with available QSPR models for the estimation of the flash points of the pure compounds. Such combination allows the prediction of the flash points of mixtures without knowledge of the flash points of the involved pure compounds.

The flash points of the pure compounds constituting the mixtures of the database were calculated from the four selected QSPR models of Hshieh [START_REF] Hshieh | Note: Correlation of Closed-Cup Flash Points with Normal Boiling Points for Silicone and General Organic Compounds[END_REF], Rowley [START_REF] Rowley | Estimation of the Flash Point of Pure Organic Chemicals from Structural Contributions[END_REF],

Gharagheizi [START_REF] Gharagheizi | Empirical Method for Representing the Flash-Point Temperature of Pure Compounds[END_REF] and Carroll [START_REF] Carroll | Simple Method to Evaluate and to Predict Flash Points of Organic Compounds[END_REF]. The capabilities in prediction for pure compounds ranged from MAE = 10.2°C for the model of Hshieh to MAE = 3.9°C for the model of Carroll, for the 21 pure compounds of the dataset (as summarized in table 3).

The results obtained with the algorithm of Liaw combined with these four models are shown in table 4. In these combinations, the flash points of the pure compounds were calculated and introduced in the mixing rule of Liaw to predict the 284 flash points of mixtures of the database. The model of Carroll gave the best predictions with a MAE of 2.9°C, followed by the ones of Rowley, Gharagheizi and Hshieh with mean absolute errors of 4.3°C, 7.5°C, and 10.1°C, respectively.

It has to be noticed that the prediction accuracy obtained for mixtures was similar to the one for the pure compounds, thus suggesting that the quality of the predictions was mostly limited by the reliability of the QSPR models. For instance, the errors obtained for each mixture with the combination of the Liaw mixing rule with the model of Carroll were compared in table 5 with the errors obtained for the individual compounds using the model of Carroll. The largest errors obtained for mixtures (in particular those higher than 5°C) corresponded to mixtures for which at least one of the involved compounds presented large errors with the Carroll model.

For instance, the predictions for the methanol/n-decane mixture presented a MAE of 5.5°C with the experimental data, while the absolute errors for the pure compounds were of 5.8°C and 9.8°C, respectively. On the opposite, good predictions were obtained when the flash points of the pure compounds were accurately predicted like for the methyl acetate / methyl acrylate mixtures. Indeed, the flash points of each compound were accurately predicted with errors of only 0.9°C and 0.3°C, respectively, and the MAE for the mixtures of these two compounds was of 0.6°C. Similarly, the ethanol/2-butanol mixture was predicted with a MAE of 1.0°C, while the absolute errors for the pure compounds were 1.6°C and 1.1°C, respectively.

It has also to be noticed that the accuracy of the predictions for the pure components also influenced the reproducibility of the shape of the flash point profiles. Indeed, when the flash points of the pure components were well predicted, the profile was well reproduced. For instance, in figure 5 for the n-Octane/Ethanol mixture, the shape of the profile was well reproduced by the models of Carroll and Rowley whereas the models of Gharagheizi and Hshieh proposed bad shape due to the important error of prediction for pure ethanol.

If 6). The predictions issued from these two approaches for the 284 flash point of mixtures of the dataset are given in Supporting Information (Table S1).

These two new predictive methods (the Carroll-Liaw and the full predictive Rowley-Liaw combinations) were then assessed on experimental data issued from other sources, i.e. by other laboratories than the one of Liaw. 51 new data were extracted from the works of Hristova et al. [START_REF] Hristova | Measurement and prediction of binary mixture flash point[END_REF] and Carareto et al. [START_REF] Carareto | Flash Points of Mixtures Containing Ethyl Esters or Ethylic Biodiesel and Ethanol[END_REF], representing 7 new mixtures and 7 new components (see table S2). The mean absolute errors obtained remained good with MAE of 4.2°C for the mixing rule of Liaw, of 6.0°C for the Carroll-Liaw combination and 4.0°C for the full predictive method. It nevertheless has to be noticed that slightly larger deviations are observed for the mixture of Carareto et al. [START_REF] Carareto | Flash Points of Mixtures Containing Ethyl Esters or Ethylic Biodiesel and Ethanol[END_REF] involving long chain esters (with MAE up to 13.2°C) that are subject to the same failure of the ethanol / tetradecane mixture presented in Figure 4 with a strong deviation to ideality within a small range of concentration (between 0 and 0.05 in molar fraction of ethanol). On the contrary, the flash points of the hydrocarbon mixtures studied by Hristova et al. [START_REF] Hristova | Measurement and prediction of binary mixture flash point[END_REF] were well predicted, with MAEs of 1.7°C, 3.5°C and 4.5°C for the Liaw mixing rule, the Carroll / Liaw combination, and the full predictive method, respectively.

At last, the two combined methods demonstrated good performances for the various types of tested mixtures (ideal and non-ideal), as illustrated by different following examples.

For instance, figure 7 illustrates the profile of an ideal mixture, like ethanol/1-butanol. In such ideal mixtures, the net attraction or repulsion between the components is low. This results in a slightly curvy shape in the flash point versus concentration graph, which is characteristic of ideal mixtures (ideal profile). This profile was well reproduced, with MAEs of 2.1°C and 4.5°C for both the Carroll-Liaw combination and the full predictive method, respectively.

Mixtures with positive deviation to ideality (11 mixtures out of 22) were also tested. In such mixtures, compounds have a low affinity. Therefore, there is a net repulsion between the components of the mixtures. When the flash point of both components have similar values and the net repulsion is strong, the mixtures may be characterised by a U-shaped profile of the flash point versus concentration graph. These mixtures are particularly hazardous because they exhibit a flash point below the ones of both pure components. In figure 8, U-shaped profile of the n-octane / iso-propanol mixtures was well reproduced by both of the selected combinations, with MAE's of 3.6°C and 2.5°C for the Carroll-Liaw combination and for the full-predictive model, respectively.

When the flash points of both components are largely different and the net repulsion is strong, the mixtures may be characterized by a L-shaped profile of the flash point versus concentration graph. A mixture of a small amount of the most flammable compound with a great amount of the least flammable one can exhibit a much lower flash point than the one of the least flammable compound. Thus, this type of mixtures also represents a special hazard. When the net repulsion is moderate, the profile between the flash point and concentration may follow a quadratic-like curve as illustrated in figure 10 for the methanol / methyl acrylate mixture. In contrast to mixtures characterized by U-shaped and L-shaped profiles, mixtures exhibiting quadratic-like profiles contain miscible components. For methanol / methyl acrylate, it can be seen that both the Carroll / Liaw combination and the full-predictive method offered accurate predictions (with MAE's of 2.4°C and 1.4°C, respectively) and reproduced the quadratic profile.

From the studied database, no profile with strong negative deviation to ideality can be drawn to compare experimental and predicted profiles since at best three points are available for such a mixture. Liaw et al. [START_REF] Liaw | Binary mixtures exhibiting maximum flash-point behavior[END_REF] studied 6 mixtures which exhibited negative deviations to ideality but data were only provided graphically. For this reason, they were not included in the data set. Nevertheless, these last profiles can be used to assess the capability of the proposed methods on mixtures exhibiting negative deviation to ideality. As shown in table 5, predictions revealed more difficult for these profiles. For instance, a MAE of 14.0°C and 15.5°C is obtained for the p-picoline/phenol mixture for the Carroll-Liaw and the full predictive Rowley-Liaw methods, respectively. Nevertheless, as illustrated in figure 11, both methods shown the negative deviation to ideality but this deviation is lowered due to the absence of important published UNIFAC interaction parameters (for the pyridine-aromatic carbon interaction) for the calculation of liquid-vapor equilibrium in the Liaw algorithm.

Besides, the application of the Liaw algorithm on experimental flash points revealed same failure (as illustrated in Figure 11). Moreover, when the UNIFAC interaction parameters are available, the Liaw algorithm succeeds and only the quality of prediction of the QSPR model for the pure compounds guides the reliability of predictions by the combined approaches for the mixtures, as in the case of the phenol / acetophenone mixture (in Figure 12). The best results are obtained for the mixture which is the closest to ideality, i.e. the propanal/2butanone mixture (with MAEs of 1.3K and 3.3K).

From a general point of view, the performances of the two new predictive methods are in line with the full predictive model of Saldana presenting a MAE of 3.4°C for a similar database size (287 vs. 284 mixtures in our study) notably issued from the same references than the ones used here. To compare these last two methods, it has to be noticed that our new full predictive method requires the implementation of the Liaw algorithm, as done here in a C++ program, in which the only input parameter, the flash points of the pure compounds, is issued from a group-contribution based QSPR model that can be simply used on an excel datasheet. On the contrary, the input parameters of Saldana's model [START_REF] Saldana | Prediction of Flash Points for Fuel Mixtures Using Machine Learning and a Novel Equation[END_REF] (flash point, heat of vaporization and boiling point of the pure compounds) also require the implementation of the three more complex SVM models.

At last, the prediction errors obtained with the two new models (2.9°C and 4.4°C) were significantly low considering the level of accuracy that can be expected from experimental measurements with reproducibility of 4.3°C under 60°C (and 5.8°C below 60°C) according to the ASTM D56 standard [START_REF]ASTM D 56 -Standard Test Method for Flash Point by Tag Closed Cup Tester[END_REF]. So, predictions remain into these last levels of confidence.

CONCLUSION

In this work, a computational approach was proposed to predict the flash points of binary mixtures of organic liquids by combining existing mixing rules with existing QSPR models for the prediction of the flash points of the pure compounds.

Three mixing rules (developed by Wickey, Affens and Liaw) were compared on an extended set of 284 experimental data for binary mixtures. The mixing rule of Liaw yielded the most accurate predictions (MAE = 0.9°C) using experimental flash points of the pure compounds, due to its capacity to take into account the activity of the components, calculated by the UNIFAC approach.

This mixing rule was combined with four QSPR models to analyze the possibility of using predicted values of flash points for the pure compounds in the case of unavailability of these data. Finally, two new accurate methods are proposed to predict the flash point of liquid mixtures. When experimental boiling points and Antoine's coefficients are available, the Carroll-Liaw combination is the most suitable since it yielded to the best performances with a MAE of 2.9°C (in table 4). If the Antoine's coefficients and/or boiling points are not available, the Rowley-Liaw model using the proposed averaged Antoine's coefficient (full predictive method) values constitutes a reliable alternative (with MAE = 4.4°C), as can be seen in figure 6.

These two approaches allow reliable predictions for the flash point of mixtures when the flash points of individual pure compounds are unknown. In particular, the prediction does not induce significant errors as compared to expectable accuracy of direct measurements of flash points. The full predictive approach can give access to the flash point of mixtures constituted by compounds that are even not synthesized, for instance within a screening process at R&D 
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 9 Figure 9 (ethanol/n-tetradecane mixture) illustrates that L-shaped profile was correctly represented, with MAE's of 3.1°C and 7.1°C for Carroll-Liaw combination and fullpredictive model, respectively.

Figure 5 -

 5 Figure 5 -Application of the various combinations of the mixing rule of Liaw with experimental flash points (No-QSPR) and with calculated ones obtained by the QSPR models of Carroll, Rowley (including the full predictive method), Hshieh and Gharagheizi for the noctane/ethanol mixtures.
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 6 Figure 6 -Experimental vs. calculated experimental flash points of mixtures using the Carroll-Liaw combination and using the full predictive Rowley-Liaw combination. Straight line represents ideal prediction and dash lines limit the reproducibility domain as given by the ASTM D56 standard (i.e. 5.8°C).
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 7 Figure 7 -Application of Carroll-Liaw combination and the full predictive method for the ethanol / 1-butanol mixtures.
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 8 Figure 8 -Application of Carroll-Liaw combination and the full predictive method for the n-octane / iso-propanol mixtures.
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 9 Figure 9 -Application of Carroll-Liaw combination and the full predictive method for the ethanol / n-tetradecane mixtures.
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 10 Figure 10 -Application of Carroll-Liaw combination and the full predictive method for the methanol / methyl acrylate mixtures.
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 11 Figure 11 -Application of Liaw mixing rule, Carroll-Liaw combination and the full predictive method for the p-picoline / phenol mixtures.

Figure 12 -

 12 Figure 12 -Application of Liaw mixing rule, Carroll-Liaw combination and the full predictive method for the phenol / acetophenone mixtures.

  

  

  

  

  the Carroll-Liaw combination led to the best predictions with MAE = 2.9°C (see table4), the Rowley-Liaw combination was also accurate with a MAE of 4.3°C and presented the advantage of needing no experimental boiling point. But this last combination also needs the knowledge of the Antoine's coefficients within the algorithm of Liaw to determine the vapor pressures. So, to access a full predictive model, averaged Antoine's coefficient values over 700 diverse organic components of the Yaws database[START_REF] Yaws | Yaws' Handbook of Antoine Coefficients for Vapor Pressure, 2nd Electronic Edition[END_REF] (A avg =6.8713, B avg =1417.23 and C avg =206.234) were introduced in the Rowley-Liaw combination. This approach was analogous to the one proposed by Wickey[START_REF] Wickey | Flash Points of Blends Correlated[END_REF], which proposed fixed Antoine coefficients for all petroleum blends. Using this method, no decrease in accuracy was observed with the

Rowley's model with a MAE of 4.4°C without requiring the knowledge of the Antoine's coefficients (cf. figure

Table 1 -

 1 Comparison of open and closed cup flash points for various chemicals (°C)[START_REF] Di Nenno | SFPE Handbook of Fire Protection engineering[END_REF] 

	level.

Table 2 -

 2 Performances of the various mixing rules for 284 flash points of liquid mixtures

		All mixtures	Ideal mixtures	Non-ideal mixtures
		R²	MAE (°C)	R²	MAE (°C)	R²	MAE (°C)
	Wickey	0.78	7.2	0.998 0.7	0.73	9.0
	Affens	0.71	7.4	0.997 0.6	0.64	10.6
	Liaw	0.99	0.9	0.99	0.3	0.98	1.4

Table 3 -

 3 Performances of the tested QSPR models for pure compounds

		R²	MAE (°C)
	Hshieh	0.89	10.2
	Gharagheizi	0.96	7.0
	Rowley	0.97	5.7
	Carroll	0.99	3.9

Table 4 -

 4 Performances of the various combinations of the algorithm of Liaw with QSPR models

		R²	MAE (°C)
	Hshieh	0.72	10.1
	Gharagheizi	0.87	7.5
	Rowley (full predictive) 0.91	4.4
	Rowley	0.91	4.3
	Carroll	0.98	2.9
	experimental	0.99	0.9

Table 5 -

 5 Mean absolute errors (in °C) for binary mixtures using the two selected combinations

	mixtures a		Carrol-Liaw			Rowley-Liaw (full predictive)	
	compound 1	compound 2	pure compound 1	pure compound 2	mixture	pure compound 1	pure compound 2	mixture
	1-Butanol	2-Butanol	3.5	1.1	0.9	0.6	1.9	1.1
	Methyl Acetate	Methyl Acrylate	0.9	0.3	0.6	2.0	3.1	2.2
	Acetone	n-Decane	0.3	9.8	2.2	2.7	9.6	4.5
	iso-Amyl Alcohol iso-Amyl Acetate 3.4	4.5	4.2	10.9	8.6	10.4
	Ethanol	1-Butanol	1.6	3.5	2.1	7.4	0.6	4.5
	Ethanol	2-Butanol	1.6	1.1	1.0	7.4	1.9	4.6
	Ethanol	n-Tetradecane	1.6	8.9	3.1	7.4	8.8	7.1
	Methanol	iso-Octane	5.8	1.4	1.8	10.2	5.7	6.5
	Methanol	Acetone	5.8	0.3	1.2	10.2	2.7	3.3
	Methanol	Methyl Acrylate	5.8	0.3	2.4	10.2	3.1	1.4
	Methanol	n-Decane	5.8	9.8	5.5	10.2	9.6	8.4
	Methanol	n-Octane	5.8	4.8	5.1	10.2	4.3	3.6
	n-Octane	1-Butanol	4.8	3.5	4.5	4.3	0.6	4.5
	n-Octane	2-Butanol	4.8	1.1	3.0	4.3	1.9	2.6
	n-Octane	Ethanol	4.8	1.6	3.5	4.3	7.4	1.9
	n-Octane	n-Heptane	4.8	2.0	3.0	4.3	1.6	3.3
	n-Octane	i-Propanol	4.8	0.6	3.6	4.3	1.3	2.5
	b Cyclohexanol	Phenol	8.6	6.0	16.8	10.8	2.6	10.3
	b Cyclohexanone	Phenol	5.9	10.8	12.3	3.8	2.6	8.6
	b Cyclohexylamine Cyclohexanol	12.1	8.6	6.4	13.0	6.0	7.1
	b Phenol	Acetophenone	10.8	2.5	8.3	2.6	17.7	8.2
	b p-Picoline	Phenol	4.2	10.8	14.0	8.9	2.6	15.5
	b Propanal	2-Butanone	1.6	0.1	1.3	7.8	1.4	3.3

a mixtures represented by at least nine data within the database ; b mixtures issued from graphics available in ref.

[START_REF] Liaw | Binary mixtures exhibiting maximum flash-point behavior[END_REF] 

not included in the database
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